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SUR CONNECTOR

SUR CONNECTOR

0.8mm pitch/Disconnectable Insulation displacement connectors

SUR CONNECTOR

SUR CONNECTOR

Emboss Tape
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Circuit No.1

No. of
circuits Q'ty /box

Material and Finish
Contact: Copper alloy, tin-plated (reflow treatment)
Housing: PA, UL94V-0

  2
  3
  4
  5
  6
  8
10
12
14
15
16
17
20
22

02SUR-32S
03SUR-32S
04SUR-32S
05SUR-32S
06SUR-32S
08SUR-32S
10SUR-32S
12SUR-32S
14SUR-32S
15SUR-32S
16SUR-32S
17SUR-32S
20SUR-32S
22SUR-32S

02SUR-36L
03SUR-36L
04SUR-36L
05SUR-36L
06SUR-36L
08SUR-36L
10SUR-36L
12SUR-36L
14SUR-36L
15SUR-36L
16SUR-36L
17SUR-36L
20SUR-36L
22SUR-36L

  0.8
  1.6
  2.4
  3.2
  4.0
  5.6
  7.2
  8.8
10.4
11.2
12.0
12.8
15.2
16.8

  2.4
  3.2
  4.0
  4.8
  5.6
  7.2
  8.8
10.4
12.0
12.8
13.6
14.4
16.8
18.4

2,000
2,000
2,000
2,000
2,000
2,000
2,000
2,000
2,000
2,000
2,000
2,000
2,000
2,000

Model No.
#32(Natural) #36(Lemon yellow)

Dimensions (mm)
A B
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Material and Finish
Contact: Copper alloy, copper-undercoated, tin-plated (reflow treatment)
Wafer: PA, UL94V-0, natural
Solder tab: Brass, copper-undercoated, tin-plated (reflow treatment)

No. of
circuits

Model No.
Top entry type Side entry type

Dimensions (mm)
A B

  2
  3
  4
  5
  6
  8
10
12
14
15
16
17
20
22

BM02B-SURS-TF
BM03B-SURS-TF
BM04B-SURS-TF
BM05B-SURS-TF
BM06B-SURS-TF
BM08B-SURS-TF
BM10B-SURS-TF
BM12B-SURS-TF
BM14B-SURS-TF
BM15B-SURS-TF
BM16B-SURS-TF
BM17B-SURS-TF
BM20B-SURS-TF

̶

SM02B-SURS-TF
SM03B-SURS-TF
SM04B-SURS-TF
SM05B-SURS-TF
SM06B-SURS-TF
SM08B-SURS-TF
SM10B-SURS-TF
SM12B-SURS-TF
SM14B-SURS-TF
SM15B-SURS-TF
SM16B-SURS-TF
SM17B-SURS-TF
SM20B-SURS-TF
SM22B-SURS-TF

  0.8
  1.6
  2.4
  3.2
  4.0
  5.6
  7.2
  8.8
10.4
11.2
12.0
12.8
15.2
16.8

  3.8
  4.6
  5.4
  6.2
  7.0
  8.6
10.2
11.8
13.4
14.2
15.0
15.8
18.2
19.8

3,500
3,500
3,500
3,500
3,500
3,500
3,500
3,500
3,500
3,500
3,500
3,500
3,500
3,500

2,500
2,500
2,500
2,500
2,500
2,500
2,500
2,500
2,500
2,500
2,500
2,500
2,500
̶

Q'ty/reel
Top entry type Side entry type
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Circuit No.1

Socket

RoHS compliance   This product displays (LF)(SN) on a label.
Note: These products listed above are supplied on embossed-tape.

Top entry type

Side entry type

Shrouded header

Model number allocation

RoHS compliance

Socket Shrouded header

No. of circuits: 2 to 6, 8, 10, 12, 14 to 17, 20, 22

Series name

Applicable wire range: 32…AWG #32, 36…AWG #36

Color: S…Natural, L…Lemon yellow

02 S32SUR-

Shape of assembled product: 
   BM…SMT top entry type
   SM…SMT side entry type

No. of circuits: 
   Top entry type…2 to 6, 8, 10, 12, 14 to 17, 20
   Side entry type…2 to 6, 8, 10, 12, 14 to 17, 20, 22

Part name: Shrouded header

Series name

Color: S…Natural

Packaging style: TF…Embossed-taping

SM 02 B SUR S TF--


